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HYDRAULIC NUT DESTROYER

*12M

COD. M F TONS. ∑ A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm)

57496 M6-M12 10-19 5 15 45 190
10

20 32 20 55
57497 M12-M16 19-24 10 20 52 214 26 40 27 65
57498 M16-M22 24-32 15 60 62 240 13 30 55 36 80
57502 M22-M27 32-41 20 80 73 268 17 36 67 44 90

12M

TECHNICAL SPECIFICATION
Weight with oil
	 57496 1,5 Kg
	 57497 2 kg
	 57498 3 Kg
	 57502 4,5 Kg
Internal safety valve l

Spring return cylinder l

Not to be used on square nuts l

Maximum hardness to split 44 HRC
Maximum operating pressure 700 bar / 10,000 psi
Connection Quick coupler, metric 16 x 1,5 mm

12M 12 MONTHS OF WARRANTY

1.  It is a unique tool with a head designed to 
access easily to the nut.

2. It is equipped with a high-precision and high 
hardness blade designed for a long life. Besides 
it can be rectified or replaced quickly.

3. EGA Master offers a range of hydraulic nut des-
troyers which can remove hexagonal nuts whose 
across flat distance is between 10 to 41 mm.

High-precision 

and high hardness 

blade!

EGA Master’s hydraulic nut destroyers have been 
designed for breaking rusted or stuck nuts quickly and 
effectively.

HYDRAULIC 
NUT DESTROYER


