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EGA Master’s steel pipe cutters have been designed for  
the most demanding jobs, allowing quick cuts.

STEEL PIPE 
CUTTER

2. High durability, easy to use and confortable.

1. For steel and stainless steel pipes.

3. The handle has been designed to provide a 
quick and easy grip.

PIPE CUTTERS

Precise and fast 

cutting!

TECHNICAL SPECIFICATIONS

MATERIAL

Body Ductile cast iron
Carriage Zamak
Cutting wheel

Special SteelAxle of the cutting wheel
Spindle

HARDNESS
Cutting wheel 58-62 HRc
Axle of the cutting wheel 55-60 HRc

FINISHING
Body Painted in Epoxi powder red color ral-2002 semi texturized
Cutting wheel

Black
Spindle

COD. L (mm) A (mm) B (mm) C (mm) o n : f ď
63171 270 90 110 40 1/8-1.1/4 4,8 1,1 2 63103
63172 375 110 125 56 1/8-2 5,8 2,5 1 63101

FEATURES
Steel

COD. L (mm) A (mm) B (mm) C (mm) o n : f ď
63098 270 90 110 40 1/8-1.1/4 4,8 1,1 2 63090
63099 375 110 125 56 1/8-2 5,6 2,5 1 63091

FEATURES 
Stainless steel
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PIPE CUTTERS

COD. L (mm) A (mm) B (mm) C (mm) o n : f ď
63366 430 120 150 52 1/8-2 5,6 3,2 1 63101

COD. L (mm) A (mm) B (mm) C (mm) o n : f ď
63378 430 120

150
52 1/8-2 5,6 3,2

1
63091

63194 500 170 60 1-3 7,6 5,0 63092

FEATURES
Steel

FEATURES 
Stainless steel

TECHNICAL SPECIFICATIONS

MATERIAL

Body
Ductile cast iron

Carriage
Cutting wheel

Special SteelAxle of the cutting wheel
Spindle

HARDNESS
Cutting wheel 53-64 HRc
Axle of the cutting wheel 55-60 HRc

FINISHING
Body Painted in Epoxi powder red color ral-2002 semi texturized
Cutting wheel

Black
Spindle

COD. L (mm) L1 (mm) A (mm) B (mm) C (mm) o n : f ď
63175 960 560 195 170 60 2-4 8,6 8,0 1 63185

FEATURES
Steel

COD. L (mm) L1 (mm) A (mm) B (mm) C (mm) o n : f ď
63177 960 560 195 170 60 2-4 8,6 8,0 1 63186

FEATURES
Stainless steel

TECHNICAL SPECIFICATIONS

MATERIAL

Body
Ductile cast iron

Carriage
Cutting wheel

Special SteelAxle of the cutting wheel
Spindle

HARDNESS
Cutting wheel 53-64 HRc
Axle of the cutting wheel 55-60 HRc

FINISHING
Body Painted in Epoxi powder red color ral-2002 semi texturized
Cutting wheel

Black
Spindle


